api rp 14e Handbook Vol. 2022, Issue 4

api rp 14e Handbook

api rp 14e is a crucial standard within the oil and gas industry, specifically related to the design,
construction, and operation of pipeline systems. As an industry benchmark, APl RP 14E provides
comprehensive guidelines to ensure safety, reliability, and efficiency when handling produced fluids,
especially in the context of offshore and onshore pipeline installations. This recommended practice
(RP) is developed by the American Petroleum Institute (API), a leading authority in establishing
standards for the oil and natural gas sector. Understanding APl RP 14E is essential for engineers,
project managers, and operators involved in the design, maintenance, and regulation of pipeline
systems to ensure compliance with industry best practices and regulatory requirements.

Overview of APl RP 14E
What is API RP 14E?

API RP 14E is a technical document that provides guidance on the design and operation of pipeline
systems used in the transportation of produced fluids, primarily in the oil and gas industry. It
addresses issues related to flow assurance, corrosion control, safety measures, and operational
integrity. The document emphasizes the importance of designing pipelines that can withstand
environmental conditions, chemical compositions of transported fluids, and operational stresses.

Historical Development and Purpose

Since its initial publication, APl RP 14E has evolved to incorporate advancements in materials,
technology, and safety practices. The purpose of the RP is to minimize risks associated with pipeline
failures, environmental hazards, and safety incidents. It also aims to promote standardization across
industry practices, enabling operators and engineers to implement effective solutions that align with
regulatory standards and industry expectations.

Scope of API RP 14E

The scope covers:

- Pipeline design considerations for produced fluids

- Materials selection for corrosion resistance

- Flow assurance strategies

- Safety measures including blowout prevention and leak detection
- Maintenance and inspection protocols
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- Environmental protection measures
- Emergency response planning

Key Components and Principles of API RP 14E
Pipeline Design Considerations
Designing pipelines under API RP 14E involves evaluating several factors:
- Environmental Conditions: Temperature, pressure, soil conditions, and seismic activity
- Fluid Characteristics: Composition, corrosiveness, and phase behavior of produced fluids
- Operational Parameters: Flow rates, pressure drops, and capacity requirements
- Material Selection: Corrosion-resistant alloys, coatings, and cathodic protection systems
Corrosion Control Strategies
Corrosion remains a primary concern in pipeline integrity. APl RP 14E recommends multiple

strategies:

- Material Selection: Using materials resistant to specific corrosive agents present in produced
fluids

- Coatings: Applying protective coatings to prevent corrosive contact

- Cathodic Protection: Employing sacrificial anodes or impressed current systems

- Chemical Inhibitors: Injecting corrosion inhibitors into the fluid stream

Flow Assurance and Operational Integrity
Ensuring consistent flow and avoiding blockages or equipment failure is vital:
- Managing hydrates, wax, and scale formation through chemical treatment and heating
- Monitoring pressure and temperature to prevent hydrate formation or pipeline stress
- Implementing pigging and cleaning procedures for maintenance
- Designing for flexibility and expansion to accommodate future capacity increases

Safety and Environmental Protection

API RP 14E emphasizes safety protocols:
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- Installing blowout preventers (BOPs) and safety valves
- Using leak detection systems

- Planning emergency shutdown procedures

- Conducting risk assessments and safety audits

- Properly managing waste and spill response plans

Application of API RP 14E in Industry

Design and Construction

Engineers utilize APl RP 14E during the design phase to select appropriate materials, determine
pipeline specifications, and incorporate safety features. During construction, adherence to the RP
ensures quality control and compliance with standards.

Operational Management

Operators employ APl RP 14E guidelines for routine inspection, maintenance, and operational
monitoring. The RP provides frameworks for corrosion monitoring, flow assurance, and safety
management, helping prevent failures and extend pipeline lifespan.

Regulatory Compliance

Many jurisdictions adopt API standards as part of their regulatory frameworks. Compliance with API
RP 14E not only ensures safety but also facilitates legal and insurance requirements.

Case Studies and Industry Examples
- Offshore oil platforms implementing API RP 14E for pipeline integrity
- Onshore pipeline projects utilizing corrosion control strategies outlined in the RP
- Emergency response planning based on best practices from API guidelines
Challenges and Future Developments of API RP 14E
Challenges in Implementation
Despite its comprehensive nature, applying APl RP 14E faces challenges:

- Variability in environmental conditions across different sites
- Evolving chemical compositions of produced fluids
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- Technological advancements requiring updates to existing standards
- Cost considerations for advanced materials and safety systems

Future Trends and Updates

The industry continuously evolves with innovations such as:

- Use of smart sensors and loT for real-time monitoring

- Advanced materials with enhanced corrosion resistance
- Improved modeling tools for flow assurance

- Integration of environmental sustainability practices

APl is expected to update RP 14E periodically to encompass these advancements, ensuring that
standards remain relevant and effective.

Conclusion

API RP 14E plays a vital role in guiding the safe, efficient, and environmentally responsible design
and operation of pipeline systems in the oil and gas industry. By adhering to its principles, industry
professionals can mitigate risks associated with corrosion, flow disruptions, and safety hazards. As
technology advances and industry challenges evolve, API continues to refine and update the
standards, ensuring they remain a cornerstone of best practices in pipeline integrity management.
For engineers, operators, and regulatory bodies, understanding and implementing APl RP 14E is
essential to maintaining operational excellence and safeguarding personnel and the environment.

API RP 14E: An In-Depth Review of the Industry Standard for Offshore Pipeline and Equipment
Design

The API RP 14E (American Petroleum Institute Recommended Practice 14E) stands as a
cornerstone in the oil and gas industry, particularly concerning the design, installation, and
maintenance of offshore production platform safety systems. This comprehensive guideline has
been instrumental in shaping industry standards, ensuring safety, reliability, and efficiency in the
harsh offshore environment. In this review, we delve into the intricacies of API RP 14E, exploring its
scope, key features, applications, benefits, and potential limitations to provide a thorough
understanding for engineers, safety professionals, and industry stakeholders.

Overview of API RP 14E

What is API RP 14E?
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API RP 14E is a recommended practice developed by the American Petroleum Institute that
provides detailed guidance on the design and application of safety systems such as emergency
shutdown (ESD), fire and gas detection, and other safety-related equipment for offshore oil and gas
production platforms. Its primary aim is to promote safety and operational integrity by establishing
industry best practices in designing, installing, and maintaining safety systems in challenging
offshore environments.

Published initially in the 1980s, APl RP 14E has undergone multiple revisions to incorporate
technological advancements, regulatory changes, and lessons learned from operational
experiences. It serves as a benchmark for offshore safety system design across various
jurisdictions, aligning with international standards while catering specifically to the unique demands
of offshore platforms.

Scope and Applicability

API RP 14E applies broadly to offshore oil and gas facilities, including fixed platforms, compliant
floating production systems, and subsea installations where safety systems are critical. Its
guidelines encompass:

- Design considerations for safety shutdown systems
- Fire and gas detection system integration

- Emergency response procedures

- Maintenance and testing protocols

- Control system architecture and instrumentation

While not a regulatory requirement itself, compliance with APl RP 14E often aligns with regulatory

standards, and many operators adopt its recommendations as part of their safety management
systems.

Key Features and Components of API RP 14E
Safety System Design Principles
At the heart of APl RP 14E are core principles aimed at ensuring operational safety and minimizing

risk. These include redundancy, reliability, maintainability, and fail-safe configurations. The
document emphasizes:

- Redundant safety loops to prevent single points of failure
- Use of fail-safe devices that default to a safe state upon failure
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- Proper separation of safety functions from control systems to prevent common cause failures
- Incorporation of diagnostics and alarms for proactive maintenance

Fire and Gas Detection Systems

The guideline provides detailed specifications on designing fire and gas detection systems that are:

- Sensitive enough to detect hazards promptly

- Robust against false alarms

- Capable of integrating with overall safety shutdown systems

- Designed for reliable operation in harsh offshore environments with factors such as corrosion,
humidity, and temperature fluctuations

Emergency Shutdown (ESD) System Design

One of the critical components covered extensively is the ESD system, which is designed to shut
down process operations rapidly in case of emergency. Features include:

- Use of trip valves and blowdown systems

- Multiple sensing points for early detection

- Use of safety PLCs or relay logic for control

- Clear annunciation and alarm systems to alert personnel

Control and Instrumentation Architecture

API RP 14E advocates for a structured control architecture that ensures safety functions are
isolated and reliable. Key points include:

- Use of redundant control panels

- Proper wiring practices and separation of power and signal lines
- Regular testing and validation procedures

- Documented control logic and process diagrams

Advantages of Implementing API RP 14E

Adopting the guidelines and best practices outlined in APl RP 14E yields numerous benefits for
offshore operators:
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- Enhanced Safety: By following proven design principles, the risk of accidents and catastrophic
failures is significantly reduced.

- Regulatory Compliance: Many jurisdictions recognize API RP 14E as a standard, simplifying
compliance and permitting processes.

- Operational Reliability: Redundancy and diagnostics improve system uptime and reduce false
alarms.

- Maintenance Optimization: Clear testing and maintenance protocols facilitate early detection of
issues, minimizing downtime.

- Industry Best Practices: Aligning with API standards ensures consistency across projects and
facilitates knowledge sharing.

Challenges and Limitations

Despite its comprehensive nature, APl RP 14E does present certain challenges and limitations:

- Complexity and Cost: Implementing redundant systems and sophisticated controls can increase
initial capital expenditure.

- Evolving Technologies: Rapid technological advancements require periodic updates to the
standard, which may lag behind cutting-edge innovations.

- Operator Training: Proper implementation necessitates skilled personnel familiar with API
guidelines, which may require additional training.

- Not Regulatory by Itself: While widely adopted, compliance depends on local regulations, and
some jurisdictions may have more stringent requirements.

Implementation Considerations
Design Process
Successful implementation of APl RP 14E-guided systems involves:
- Conducting thorough hazard and risk assessments
- Designing control systems with redundancy and fail-safe features
- Selecting appropriate sensors and actuators suited for offshore conditions
- Ensuring integration with overall safety management and emergency procedures

Testing and Maintenance

Periodic testing, including functional and diagnostic tests, is vital to verify system integrity.
Maintenance protocols should be documented, and staff trained to promptly address issues.
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Documentation and Compliance

Proper documentation, including system schematics, test records, and maintenance logs, supports
regulatory audits and future upgrades.

Case Studies and Industry Adoption

Numerous offshore projects worldwide have successfully adopted API RP 14E, often customizing
guidelines to fit specific operational contexts. For instance:

- Major Gulf of Mexico platforms incorporate APl RP 14E recommendations to bolster safety
during high-pressure operations.

- North Sea installations utilize the standard for fire and gas detection systems, ensuring
compliance with stringent European safety directives.

- Floating production units adapt API RP 14E designs to accommodate dynamic motion and
environmental factors.

These case studies underline the flexibility and robustness of the guideline, highlighting its role in
enhancing offshore safety globally.

Conclusion

API RP 14E remains a vital resource for offshore safety system design, offering a comprehensive
framework that balances safety, reliability, and operational efficiency. Its emphasis on redundancy,
fail-safe mechanisms, and systematic testing ensures that offshore facilities are better prepared to
face emergencies and operational challenges. While the standard involves considerable investment
and technical expertise, the long-term benefits of improved safety and reduced risk far outweigh
initial costs. As offshore technology continues to evolve, ongoing updates to APl RP 14E and its
integration with emerging innovations will be essential in maintaining industry best practices and
safeguarding personnel and assets in the demanding offshore environment.

QuestionAnswer What is the APl RP 14E standard used for? API RP 14E provides guidelines for
the design, installation, and operation of offshore drilling and production equipment, particularly
related to subsea and surface safety systems. Who should follow the APl RP 14E standards?
Engineers, operators, and safety personnel involved in offshore drilling and production activities
should follow APl RP 14E to ensure safety, compliance, and best practices in subsea equipment
design. How does API RP 14E impact offshore equipment safety? APl RP 14E establishes safety
protocols and testing procedures that help prevent equipment failures, improve operational safety,
and ensure regulatory compliance in offshore environments. What are the key components covered
in APl RP 14E? The standard covers components such as blowout preventers, subsea well control



api rp 14e Handbook Vol. 2022, Issue 4

systems, kill and choke lines, and associated safety devices. Is APl RP 14E applicable to all
offshore drilling operations? While primarily focused on offshore drilling and production safety, its
applicability depends on regional regulations and specific project requirements, but it is widely
adopted in the industry. How often is APl RP 14E updated? API standards, including RP 14E, are
periodically reviewed and updated to incorporate technological advancements and industry best
practices; check the latest version for current requirements. Can | get certification for compliance
with APl RP 14E? Yes, companies can obtain certification or third-party verification to demonstrate
compliance with APl RP 14E standards, enhancing safety and credibility. What are common
challenges in implementing APl RP 14E standards? Challenges include ensuring staff training,
integrating new safety protocols into existing systems, and maintaining compliance across complex
offshore operations.

Related keywords: API RP 14E, offshore platform standards, offshore oil and gas standards, API
standards, offshore equipment, safety standards, petroleum industry standards, API specifications,
offshore drilling, platform design

basic cli commands vyatta

basic cli commands vyatta are essential for network administrators and IT professionals who
manage Vyatta-based routers and firewalls. Vyatta, now part of the VyOS project, offers a powerful
command-line interface (CLI) that allows for efficient configuration, management, and
troubleshooting of network devices. Mastering these basic commands is crucial for ensuring smooth
network operation, quick troubleshooting, and effective configuration management. This article
provides a comprehensive overview of the fundamental CLI commands in Vyatta, helping both
beginners and experienced users optimize their use of the platform.

Understanding the Vyatta CLI Environment

Before diving into specific commands, it?s important to understand the environment in which these
commands operate.

Navigation and Command Modes

Vyatta?s CLI operates primarily in two modes:

- Operational Mode: The default mode where you can view the current configuration, check
system status, and perform troubleshooting commands.
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- Configuration Mode: Entered via the "configure® command, this mode allows you to modify the
device?s configuration. Changes here are committed before being saved.

Basic CLI Navigation

Understanding how to navigate within the CLI is fundamental:

- Prompt: The prompt indicates the current mode, e.g., vyatta' for operational mode and
“vyatta(config)” for configuration mode.

- Exit commands: Use “exit’ to leave configuration mode or return to the previous level.

- Help: Use "?" or the "help” command to display available commands and options at any point.

Essential Basic CLI Commands in Vyatta

Familiarity with core commands empowers users to manage the device effectively.

1. Viewing System and Interface Status

- show interfaces ? Displays detailed information about all network interfaces, including IP
addresses, status, and traffic statistics.

- show version ? Shows the current Vyatta system version, build, and system uptime.

- show configuration ? Displays the current active configuration in a readable format.

- show system ? Provides system status details such as load, memory usage, and uptime.

2. Managing the Configuration

- configure ? Enters configuration mode, allowing you to modify device settings.

- commit ? Applies and saves configuration changes made in configuration mode.
- save ? Explicitly saves the current configuration to persistent storage.

- exit ? Exits configuration mode or the CLI entirely.

- rollback ? Reverts the configuration to a previous committed state.

3. Network Interface Management
- set interfaces ? Used to configure network interfaces, e.g., IP addresses, MTU, etc.

- delete interfaces ? Removes interface configurations.
- show interfaces ? Displays current interface configurations and statuses.
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4. Routing and Firewall Commands

- set protocols static ? Adds static routes to the routing table.
- delete protocols static ? Removes static routes.
- show ip route ? Displays the current routing table.
- set firewall ? Configures firewall rules and policies.
- show firewall ? Displays current firewall configurations.
5. Managing Services and DHCP
- set service dhcp-server ? Configures DHCP server settings.
- show service dhcp-server ? Displays DHCP server configuration and status.

- set service ssh ? Enables or configures SSH access.
- show service ssh ? Shows SSH service status.

Tips for Using Vyatta CLI Effectively

Efficient management of Vyatta devices depends on understanding best practices and advanced
tips.

1. Using Tab Completion

The CLI supports tab completion, which can significantly speed up command entry and reduce
errors. Press the Tab key after typing part of a command or parameter to auto-complete or see
suggestions.

2. Viewing Command Help

Use "?" at any prompt to display available commands or options. For example:

vyatta show ?

This helps discover command syntax and available options, especially when working with complex
configurations.

3. Saving and Backing Up Configurations

Always remember to save your configuration after making changes:
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- commit ? Apply changes immediately.
- save ? Save the current configuration to persistent storage.

Regular backups of configuration files are also recommended for disaster recovery.
4. Using Rollback and Configuration Reversion
Vyatta allows you to revert to previous configuration states:
- rollback ? Reverts to the last committed configuration.
- rollback 2 ? Reverts two steps back in the configuration history.
This feature is invaluable for undoing unintended changes.
5. Automating Tasks with Scripts

Advanced users can automate routine tasks by scripting CLI commands, which can be executed via
SSH or other remote management tools.

Common Troubleshooting Commands

Troubleshooting is a vital aspect of network management, and Vyatta provides several commands
to assist.

1. Checking Connectivity

- ping ? Tests connectivity to a remote host.
- traceroute ? Tracks the route packets take to reach a destination.

2. Monitoring Traffic and Logs
- show log ? Displays system logs for troubleshooting.
- show interfaces traffic ? Shows real-time traffic statistics on interfaces.

3. Diagnosing Routing Issues

- show ip route ? Displays current routing table entries.
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- ping and traceroute help verify network paths and reachability.

Conclusion

Mastering basic cli commands vyatta is fundamental for effective network management with
Vyatta or VyOS platforms. From viewing system status and managing network interfaces to
configuring routing and firewalls, these commands form the backbone of daily operational tasks.
Remember to explore help options, practice configuration management, and utilize troubleshooting
tools to maintain a robust and secure network environment. With a solid grasp of these CLI
commands, network administrators can ensure optimal performance, quick issue resolution, and
scalable network configurations.

Basic CLI Commands in Vyatta: A Comprehensive Guide

Navigating and managing Vyatta?s network devices efficiently requires a solid understanding of its
command-line interface (CLI). Vyatta, an open-source network operating system, offers a rich CLI
environment that enables network administrators to configure, monitor, and troubleshoot network
devices seamlessly. Mastering these basic CLI commands is fundamental to leveraging Vyatta?s full
potential, especially in complex network environments. This guide provides an in-depth exploration
of the essential CLI commands, their functions, and best practices for effective network
management.

Understanding Vyatta?s CLI Environment

Before diving into specific commands, it?s important to understand the structure and operational
context of Vyatta?s CLI:

- Configuration Mode vs. Operational Mode: Vyatta?s CLI operates primarily in two modes:

- Operational Mode: The default mode where you can execute commands to view system status,
interface statistics, routing tables, etc.

- Configuration Mode: Entered via the "configure’ command, where you can modify system
settings, interfaces, routing, and other configurations.

- Hierarchical Command Structure: Vyatta?s CLI is organized hierarchically, similar to other
network devices, allowing for intuitive navigation and command execution.

- Command Completion & Help: Typing "?" provides command options and context help; pressing
Tab auto-completes commands or filenames.
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Accessing the Vyatta CLI

- SSH/Telnet Access: Remote management usually begins with SSH or Telnet.

- Example: “ssh vyatta@"

- Console Access: Direct connection via console cable for initial setup or troubleshooting.

- Login Credentials: Default credentials are often set during initial setup, but for security, change
passwords immediately.

Basic Operational Commands

These commands are used in operational mode to gather system information and perform basic
tasks.

1. Viewing System Status and Information

- 'show version’

Displays the current system version, build, and uptime.

- “show interfaces’

Provides detailed information about all network interfaces, including status, IP addresses, and traffic
statistics.

- 'show ip route’

Shows the current routing table, useful for understanding how traffic is being routed.

- “show configuration

Displays the current active configuration in a human-readable format.

- 'show system uptime’

Reveals how long the system has been running since last reboot.
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2. Managing Interfaces

- “show interfaces’

To observe interface statuses and statistics.

- “configure™ ? Enter configuration mode.

- “delete interfaces ethernet ethO"

Deletes the configuration for the specified interface.

- “set interfaces ethernet ethO address 192.168.1.1/24°

Assigns an IP address to an interface.

- ‘commit’

Applies the changes made in configuration mode.

- ‘save’
Saves the current configuration to persist across reboots.

3. Monitoring Traffic and System Performance

- 'show system processes’

Lists running processes, useful for troubleshooting.

- “show interfaces traffic’

Provides real-time traffic statistics on interfaces.

Vol. 2022, Issue 4
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- ping

Tests connectivity to another device.

- ‘traceroute °
Tracks the path packets take to reach a destination.

Configuration Commands: Building and Modifying Settings

Configuration commands are used within the “configure” mode to set up or modify network
parameters.

1. Entering and Exiting Configuration Mode

- “configure’

Enter configuration mode.

- exit

Exit configuration mode, returning to operational mode.

- ‘commit’

Save the changes made in configuration mode.

- ‘save’
Persist configuration changes to startup configuration.

2. Managing Interfaces

- To configure an Ethernet interface:
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““bash
set interfaces ethernet ethO address 192.168.1.1/24
set interfaces ethernet ethO description "LAN Interface"

delete interfaces ethernet ethO

- Enable or disable interfaces:
““bash
set interfaces ethernet ethO disable

delete interfaces ethernet ethO disable

3. Configuring Routing

- Static route:
““bash

set protocols static route 0.0.0.0/0 next-hop 192.168.1.254

- Enable OSPF:
““bash

set protocols ospf area 0.0.0.0 network 192.168.1.0/24
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4. Setting Up NAT and Firewall Rules

- NAT:
“bash
set service nat rule 100 description "Masquerade"
set service nat rule 100 type source
set service nat rule 100 outbound-interface ethO
set service nat rule 100 source address 192.168.1.0/24

set service nat rule 100 translation address masquerade

- Firewall:
“bash
set firewall name WAN_IN default-action drop
set firewall name WAN_IN rule 1 action accept
set firewall name WAN_IN rule 1 protocol tcp
set firewall name WAN_IN rule 1 destination port 22

set interfaces ethernet ethO firewall in name WAN _IN

Advanced CLI Commands and Best Practices

Vol. 2022, Issue 4

Once familiar with the basics, network administrators can leverage more advanced commands for

optimized network management.
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1. Using Diff to View Configuration Changes

- 'show | compare’
Compares current configuration with the last saved configuration to identify changes.

2. Saving and Restoring Configurations

- Save current configuration:
“bash

save

- Load a backup configuration:
“bash

load /config/backup.conf

3. Rebooting and Resetting the System

- Reboot:
““bash

reboot

- Halt system:
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“bash

halt

NN

- Reset to factory defaults (use with caution):

“bash
delete system config

AN

4. Troubleshooting with CLI

- Checking logs:
“bash

show log

- Restarting services:
“bash

restart service

NN

- Viewing active connections:
“bash

show conn

Vol. 2022, Issue 4
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Security and Access Control via CLI

Proper security management is critical.

- Changing passwords:

“bash

set system login user vyatta authentication plaintext-password

- Managing user accounts:
““bash

delete system login user

- Configuring SSH:
“bash
set service ssh port 22

set service ssh disable-password-auth no

- Enabling or disabling specific services:
“bash

delete service telnet
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set service ssh

Tips and Best Practices for Using Vyatta CLI

- Always save your configuration after making changes to prevent data loss after reboot.

- Use "show’ commands frequently to verify system and network statuses.

- Document configuration changes for future troubleshooting.

- Use ‘compare’ to review multiple changes before applying.

- Maintain secure access by disabling unnecessary services and changing default passwords.

- Regularly update Vyatta to benefit from security patches and new features.

Conclusion

Mastering the basic CLI commands in Vyatta is an essential step toward effective network
management. From viewing system status, configuring interfaces, managing routing protocols, to
troubleshooting and security management, these commands form the foundation of network
administration within Vyatta environments. As you grow more familiar with the CLI, you can explore
advanced features and scripting capabilities to automate tasks and optimize your network
operations. Continuous practice and adherence to best practices will ensure your Vyatta
deployments are secure, reliable, and efficient.

Final Note: Always refer to the official Vyatta documentation for the most accurate and detailed
command references, especially when performing critical configurations or troubleshooting complex
issues.

QuestionAnswer What is the command to enter configuration mode in Vyatta CLI? You can enter
configuration mode by typing ‘configure' in the CLI. How do you commit changes in Vyatta CLI? Use
the 'commit' command to apply changes made in configuration mode. What is the command to save
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the current configuration? Type 'save' to save the current configuration to persistent storage. How
can | view the current configuration in Vyatta? Use the 'show configuration' command to display the
current running configuration. Which command is used to exit configuration mode? Type 'exit' or
'quit’ to leave configuration mode and return to operational mode. How do | restart or reboot the
Vyatta device via CLI? Use the 'sudo reboot' command to restart the device. What command
displays network interfaces and their status? Use 'show interfaces' to view detailed information
about network interfaces. How can | check the routing table in Vyatta CLI? Type 'show ip route' to
display the current routing table.

Related keywords: Vyatta, CLI commands, network configuration, routing, firewall, VPN, Cisco-like
commands, Vyatta setup, network management, command line interface, Vyatta tutorials
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